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LithologyDescription

Massive granitic boulders mixed with pieces of skarn (5‐20% total) and
gravel/grus

Limestone/Dolomite mixed altered zones of tactite proximal
structures.  Altered zones/halos display distinct zoned texture with
abundant magnetite, various calc‐silicates, and calcite centerlines (if
closed). Areas of extreme high grade mineralization occur 953‐969,
975‐976, 1004‐1015.5, 1040‐1046. All high grade areas are proximal to
structures, one or multiple of which could be related to a reverse
fault. Unaltered areas exhibit strong HCL reactions.
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LithologyDescription

Limestone/Dolomite mixed altered zones of tactite proximal
structures.  Altered zones/halos display distinct zoned texture with
abundant magnetite, various calc‐silicates, and calcite centerlines (if
closed). Areas of extreme high grade mineralization occur 953‐969,
975‐976, 1004‐1015.5, 1040‐1046. All high grade areas are proximal to
structures, one or multiple of which could be related to a reverse
fault. Unaltered areas exhibit strong HCL reactions.
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LithologyDescription

Limestone/Dolomite mixed altered zones of tactite proximal
structures.  Altered zones/halos display distinct zoned texture with
abundant magnetite, various calc‐silicates, and calcite centerlines (if
closed). Areas of extreme high grade mineralization occur 953‐969,
975‐976, 1004‐1015.5, 1040‐1046. All high grade areas are proximal to
structures, one or multiple of which could be related to a reverse
fault. Unaltered areas exhibit strong HCL reactions.
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LithologyDescription

Limestone/Dolomite mixed altered zones of tactite proximal
structures.  Altered zones/halos display distinct zoned texture with
abundant magnetite, various calc‐silicates, and calcite centerlines (if
closed). Areas of extreme high grade mineralization occur 953‐969,
975‐976, 1004‐1015.5, 1040‐1046. All high grade areas are proximal to
structures, one or multiple of which could be related to a reverse
fault. Unaltered areas exhibit strong HCL reactions.
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LithologyDescription

Limestone/Dolomite mixed altered zones of tactite proximal
structures.  Altered zones/halos display distinct zoned texture with
abundant magnetite, various calc‐silicates, and calcite centerlines (if
closed). Areas of extreme high grade mineralization occur 953‐969,
975‐976, 1004‐1015.5, 1040‐1046. All high grade areas are proximal to
structures, one or multiple of which could be related to a reverse
fault. Unaltered areas exhibit strong HCL reactions.

Dark green tactite/horfels with local areas of thin bandinng.  Contains
diopside, grossular garnet, serpentine, chlorite, MnOx, FeOx, and
Ca‐amphiboles. Local calcite veinlets with chrysocolla. Two thin
horizons of unaltered limestone (6" each) are sandwiched by the green
tactites.
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